Quality Machining, Inc.

CNC TURNING CENTERS:

QTY. | MACHINE MODEL NAME

1 DAEWOO 230 MS (2001)

1 DAEWOO LYNX 200 (1997)

2 DAEWOO PUMA 230GL (2002)

1 DOOSAN PUMA 2100MS (2011)

3 HANWHA SL20H (2002), XD20J (2006, 2011)
1 KFM KT-25M (2019)

1 MIYANO LE-41 (1994)

1 MIYANO LE-22 (1994)

1 MIYANO BND-34S (1995)

1 MIYANO BNE-42SY (2012)

QMI

GENERAL SPECIFICATIONS

MILL-DRILL CAPABILITY (LIVE TOOLING)
SUB-SPINDLE FOR SECONDARY OPERATIONS
3" DIAMETER BARFEED CAPACITY

10" MAXIMUM WORK LENGTH

10" MAXIMUM CHUCK CAPACITY 25 H.P.

8" CHUCK CAPACITY
50 - 4000 RPM
10 HP

10" CHUCK CAPACITY

A3 TYPE GANTRY LOADER (22 LB. MAX PER PART)
35-3500 RPM

25 HP HIGH TORQUE SPINDLE

6-AXIS CNCTURNING CENTER
SUB-SPINDLE AND MILL-DRILL CAPABILITY
2-1/2" DIAMETER BARFEED CAPACITY

50 - 4000 RPM

25 HP MAIN SPINDLE, 10 HP SUB-SPINDLE

MILL-DRILL CAPABILITY (LIVE TOOLING)
SUB-SPINDLE FOR SECONDARY OPERATIONS
20mm DIAMETER BARFEED CAPACITY

Y & C AXIS

MILL-DRILL CAPABILITY (LIVE TOOLING)
3" DIAMETER BARFEED CAPACITY

15.7" MAXIMUM TURNING LENGTH

10" MAXIMUM CHUCK CAPACITY 25 HP

3-1/8" DIAMETER BARFEED CAPACITY
15-3/16" MAXIMUM TURNING LENGTH
12" CHUCK CAPACITY 40 H.P.

2" DIAMETER BARFEED CAPACITY
11-13/16" MAXIMUM TURNING LENGTH
8" CHUCK CAPACITY 25 H.P.

MILL-DRILL CAPABILITY (LIVE TOOLING)
SUB-SPINDLE FOR SECONDARY TURNING OPERATION
1-5/8" DIAMETER BARFEED CAPACITY

9" WORK LENGTH

170 - 5000 RPM

5" CHUCK CAPACITY

MILL-DRILL CAPABILITY (LIVE TOOLING)

7 AXIS SUB-SPINDLE

SUB-TURRET FOR SIMULTANEOUS DRILLING/TURNING
1-5/8" DIAMETER BARFEED CAPACITY

4000 RPM MAXIMUM
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Quality Machining, Inc.

QTY. ' MACHINE MODEL NAME

1 MIYANO BND-34C3 (1997)

2 MIYANO BNC-34C (1989)

1 MIYANO BNC-20 (1989)

2 MIYANO LZ-01 (2014[R], 2014[R])

4 MIYANO LZ-01R (2000)

1 MIYANO BND-51S (2000)

6 MIYANO BNE-51S (2000, 2000, 2006, 2008,

2012[R], 2018[R])
2 MIYANO BNE-64SY2 (2003, 2012[R])

1 MIYANO BNJ42S (2008)

QMI

GENERAL SPECIFICATIONS

MILL-DRILL CAPABILITY (LIVE TOOLING)
SUB-SPINDLE FOR SECONDARY OPERATIONS
3" DIAMETER BARFEED CAPACITY

10" MAXIMUM WORK LENGTH

10" MAXIMUM CHUCK CAPACITY 25 H.P.

1-3/8" BARFEED CAPACITY
7-1/2" MAXIMUM WORK LENGTH
220-5000 RPM

6" CHUCK CAPACITY

13/16" BARFEED CAPACITY
6-7/8" MAXIMUM WORK LENGTH
220 - 6500 RPM

4" CHUCK CAPACITY

CNCTURNING CENTER WITH AUTO LOADER

2.75" MAXIMUM TURNING DIAMETER

3.15" MAXIMUM WORKING LENGTH

60 - 6000 RPM

10 HP SPINDLE MOTOR, 4 LBS. MAXIMUM WEIGHT

CNCTURNING CENTER WITH AUTO LOADER
MILL-DRILL CAPABILITY (LIVE TOOLING)

2.75" MAXIMUM TURNING DIAMETER

3.15" MAXIMUM WORKING LENGTH

60 - 6000 RPM

10 HP SPINDLE MOTOR, 4 LBS. MAXIMUM WEIGHT

MILL-DRILL CAPABILITY (LIVE TOOLING)
SUB-SPINDLE FOR SECONDARY OPERATIONS
2" DIAMETER BARFEED CAPACITY

6" MAXIMUM WORK LENGTH

8" MAXIMUM CHUCK CAPACITY 17 H.P.

7-AXIS CNCTURNING CENTER
SUB-SPINDLE AND MILL-DRILL CAPABILITY
2" DIAMETER BARFEED CAPACITY

IEMCA MAGAZINE STYLE BAR FEEDERS
3.54" MAXIMUM WORK LENGTH

54 - 4000 RPM

20 HP MAIN SPINDLE, 7.5 HP SUB-SPINDLE

7-AXIS CNCTURNING CENTER
SUB-SPINDLE AND MILL-DRILL CAPABILITY
2.5" DIAMETER BARFEED CAPACITY

IRCO MAGAZINE STYLE BAR FEEDERS

54 - 4000 RPM

30 HP MAIN SPINDLE, 30 HP SUB-SPINDLE

6-AXIS CNCTURNING CENTER
SUB-SPINDLE AND MILL-DRILL CAPABILITY
1-5/8" DIAMETER BARFEED CAPACITY
4000 RPM
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Quality Machining, Inc.

QTY. | MACHINE MODEL NAME

1 MIYANO LM-21 (1997)

1 NAKAMURA TOME AS-200L (2017)

1 NAKAMURA TOME WY100 (2015)

2 NAKAMURA TOME WT-25011 (2020, 2020)
1 YMT BML-600SC (2016)

1 YMT BML-600S (2018)

GENERAL SPECIFICATIONS

4-AXIS DUAL SPINDLE

(4) 8" CHUCKS

2 FANUC ROBOT ARMS

4000 RPM

15 HP MAIN SPINDLE, 11 HP SUB-SPINDLE

6-AXIS CNCTURNING CENTER
SUB-SPINDLE AND MILL-DRILL CAPABILITY
2.5" BARFEED CAPACITY

0-4500 RPM

20 HP MAIN SPINDLE, 10 HP SUB-SPINDLE

7-AXIS CNC TURNING CENTER
SUB-SPINDLE AND MILL-DRILL CAPABILITY
2"BARFEED CAPACITY

0-5000 RPM

15 HP MAIN SPINDLE, 10 HP SUB-SPINDLE

7-AXIS CNC TURNING CENTER
SUB-SPINDLE AND MILL-DRILL CAPABILITY
2" BARFEED CAPACITY

0-5000 RPM

15 HP MAIN SPINDLE, 10 HP SUB-SPINDLE

MILL-DRILL CAPABILITY (LIVE TOOLING)
20" MAXIMUM TURNING LENGTH
10" MAXIMUM CHUCK CAPACITY 25 HP

20" MAXIMUM TURNING LENGTH
10" MAXIMUM CHUCK CAPACITY 25 HP

VERTICAL CNC MACHINING CENTERS:

QTY. | MACHINE MODEL NAME

1 AMERASEIKI A-4 (2008)
1 DAEWOO DMV-500 (1998)
1 FANUC ROBODRILL MATE (2006)

QMI

GENERAL SPECIFICATIONS

41" X 22" X 20" MACHINING CAPACITY
40 - 8000 RPM

16 TOOL CAPACITY

590 IPM RAPID TRAVERSE

50 SPINDLE TAPER 15 HP

40" X 20" X 20" MACHINING CAPACITY
20-10000 RPM

30 TOOL ATC CAPACITY

RIGID TAPPING CAPABILITY

40 TAPER SPINDLE 20 HP

16" X 12" X 13" MACHINING CAPACITY
100 - 10,000 RPM

14 TOOL CAPACITY

1417 IPM RAPID TRAVERSE
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Quality Machining, Inc.

QTY. | MACHINE MODEL NAME

1 FANUC ROBODRILL D21LiB5 (2019)
1 KITAMURA 4XIF (2011)

1 MAKINO PS95 (2014)

1 MAKINO PS105 (2002)

1 OKKVM5 11 (2011)

GENERAL SPECIFICATIONS

27.6" X 15.7" X 13" MACHINING CAPACITY
20-24000 RPM

21 TOOL ATC CAPACITY

2125 IPM RAPID TRAVERSE

30 TAPER SPINDLE

40" X 20" X 20" MACHINING CAPACITY
20-10000 RPM

30 TOOL ATC CAPACITY

1969 IPM RAPID TRAVERSE

50 TAPER SPINDLE 25 HP

36" X 20" X 20" MACHINING CAPACITY
50 - 14000 RPM

30 TOOL CAPACITY

1417 IPM RAPID TRAVERSE

40 SPINDLE TAPER 30 HP

40" X 20" X 18" MACHINING CAPACITY
50 - 14000 RPM

30 TOOL CAPACITY

1890 IPM RAPID TRAVERSE

RIGID TAPPING CAPABILITY

40 SPINDLE TAPER 24 HP

32" X 20" X 20" MACHINING CAPACITY
25-10000 RPM

30 TOOL CAPACITY

1417 IPM RAPID TRAVERSE

RIGID TAPPING CAPABILITY

40 SPINDLE TAPER 15/ 10 HP

HORIZONTAL CNC MACHINING CENTERS:

QTY. | MACHINE MODEL NAME

2 MAKINO A51 (1998, 2006)
3 MAKINO A5T1NX (2012, 2014, 2019)
1 MAKINO A71 (2012)

QMI

GENERAL SPECIFICATIONS

22.0" X 22.0" 19.7" MACHINING CAPACITY
25-12000 RPM

60 TOOL ATC CAPACITY

RIGID TAPPING CAPABILITY

40 TAPER SPINDLE 25 HP

22.0" X 25.2" 25.2" MACHINING CAPACITY
25- 14000 RPM

60 TOOL ATC CAPACITY

RIGID TAPPING CAPABILITY

40 TAPER SPINDLE 30 HP

28.7" X 28.7" X 31.5" MACHINING CAPACITY
25-10,000 RPM

60 TOOL ATC CAPACITY

RIGID TAPPING CAPABILITY

50 TAPER SPINDLE 40 HP
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Quality Machining, Inc.

QTY. | MACHINE MODEL NAME GENERAL SPECIFICATIONS

2 NIIGATA SPN 40 (1996) 23.6" X 22.8" X 22" MACHINING CAPACITY
0-12000 RPM
60 TOOL ATC CAPACITY

RIGID TAPPING CAPABILITY
40 TAPER SPINDLE 30 HP

2 NIIGATA SPN 50 (1998, 2004) 29.5" X 29.5" X 29.5" MACHINING CAPACITY
10 - 12000 RPM
60 TOOL ATC CAPACITY
RIGID TAPPING CAPABILITY
50 TAPER SPINDLE 40 HP

MILLING MACHINES:

QTY. A MACHINE MODEL NAME GENERAL SPECIFICATIONS
2 CLAUSING KONDIA (1992) SERVO FEED & FUTABA DIGITAL READOUTS
1 MANUAL MILL (1996) 33" X 11" X 6" MACHINING CAPACITY

RETROFIT (SINGLE TOOL CNC)

LATHES:
QTY. | MACHINE MODEL NAME GENERAL SPECIFICATIONS
1 TOOLMEX (1991) ENGINE LATHE

24" X 120" CAPACITY

1 MAZAK (1989) ENGINE LATHE
18" X 60" CAPACITY

2 MAZAK MATES (1989) ENGINE LATHE
14" X 40" CAPACITY

QTY. H MACHINE MODEL NAME GENERAL SPECIFICATIONS

1 NISHIJIMAX (2018) 6" DIAMETER CAPACITY

1 NISHIJIMAX (2005) PROGRAMMABLE COLD SAW
4" DIAMETER CAPACITY

1 BEHRINGER HBP-360A (2006) AUTOMATIC PROGRAMMABLE DUAL COLUMN
CUT-OFF SAW

1 DO-ALL (1998) AUTOMATIC CUT-OFF SAW

1 GROB (1990) MANUAL HORIZONTAL CUT-OFF SAW
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Quality Machining, Inc.

GRINDING EQUIPMENT:

QTY.  MACHINE MODEL NAME GENERAL SPECIFICATIONS

1 SUNNEN (1990) HONING MACHINE
6" ID X 18" LONG CAPACITY

3 SMTW #M1050A MAXIMUM DIAMETER 2"
CENTERLESS GRINDER MAXIMUM LENGTH 12"
18.5 TOTALH.P.
1 OKAMOTO WORK CAPACITY 12" X 24"
SURFACE GRINDER
1 ACCU-CUT 45M-1(2000) VERTICAL DIAMOND BORE SIZING SYSTEM

6 STATION (4 CUTTING, 2 LOAD/UNLOAD)
18" MAXIMUM STROKE
0.750" MAXIMUM BORE SIZE

PARTS WASHER:

QTY. | MACHINE MODEL NAME GENERAL SPECIFICATIONS

1 ROTO-JET RJ-4 (2008) WORK CAPACITY 36" X 48" X 44"
WEIGHT CAPACITY 1000 LBS
AQUEOUS WASHER

1 ROTO-JET 162 (2011) WORK CAPACITY 36" X 34" X 42"
WEIGHT CAPACITY 1000 LBS
AQUEOUS WASHER

ENGINEERING EQUIPMENT:

QTY. MACHINE MODEL NAME GENERAL SPECIFICATIONS

2 WEBER CAD/CAM SYSTEM (2004) 3 DIMENSIONAL CAPABILITIES
SYNERGY VER. 16

1 PREDATOR SOFTWARE (2001) PREDATOR DNC/48 SYSTEM
REMOTE SEND & RECEIVE ON ALL CNC CONTROLS

QUALITY ASSURANCE EQUIPMENT:

QTY. | MACHINE MODEL NAME GENERAL SPECIFICATIONS

1 MITUTOYO CMM B710 (1991) PREDATOR DNC/48 SYSTEM
REMOTE SEND & RECEIVE ON ALL CNC CONTROLS

1 MITUTOYO CMM B706 (1990) COORDINATE MEASURING MACHINE
QUADRACHECK 5000 (2010)
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Quality Machining, Inc.

QTY. | MACHINE MODEL NAME

1 MITUTOYO PROGRAMMABLE CMM (2001)

1 ABERLINK PROGRAMMABLE CMM (2012)

1 SCHERR/TUMICO OPTICAL COMPARATOR (1988)

2 MITUTOYO OPTICAL COMPARATOR (1995)(2004)

1 FEDERAL MARFORM MMQ100 PLUS FORM
MEASURING SYSTEM (2010)

3 FEDERAL POCKETSUREF Il (1997)

1 MITUTOYO HARDNESS TESTER ARK-510 (1993)

1 AMES SUPERFICIAL HARDNESS TESTER 4-2S
13358 (1995)

1 Z-MIKE (2001)

1 KEYENCE IM-7001 (2018)

GENERAL SPECIFICATIONS

BRIGHT APEX A504 5-AXIS

AXIOM TOO 5-AXIS
RENISHAW PH20 PROBE HEAD

ROUNDNESS, FLATNESS, CONCENTRICITY,
PERPENDICULARITY, PARALLELISM, COAXIALITY,
HARMONICS PACKAGE SYSTEM. T20W INDUCTIVE GAGE
HEAD WITH 180 DEGREE SWIVELING RANGE. MEASURING
RANGE IS +/1 1.0mm OR +/- 2.0mm DEPENDING ON
PROBE ARM USED. 160mm / 6.3" DIAMETER ROTARY
TABLE WITH MANUAL TILT AND CENTERING. HORIZONTAL
AND VERTICAL ENCODERS FOR HEIGHT AND RADIUS
READOUT DURING OPERATION AND MEASUREMENT.

MOBILE PROFILOMETER

ROCKWELL B & C SCALES

ROCKWELL 15N, 30N, AND 45N SCALES
LASER SCAN MICROMETER
#1220.000001 RESOLUTION

IMAGE DIMENSION MEASURING SYSTEM

LASER MARKING EQUIPMENT: ‘

QTY. | MACHINE MODEL NAME

1 SIGNATURE PLUS LASER

GENERAL SPECIFICATIONS

GENERAL PURPOSE INDUSTRIAL MARKING SYSTEM USED
TO PERMANENTLY MARK A VARIETY OF MATERIALS SUCH
AS HARDENED METALS, CERAMICS, CARBIDES AND
PLASTICS.

MISCELLANEOUS EQUIPMENT:

QTY. | MACHINE MODEL NAME

1 SPACESAVER ACTIVRAC (2012)

QMI

GENERAL SPECIFICATIONS

POWER MOBILIZED WAREHOUSE RACKING STORAGE
SYSTEM
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